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at sea or while said vessel is in a for-
eign port or a port of Hawaii from law-
fully completing her voyage without
the valid certificate of inspection or
temporary certificate required by this
subpart: Provided, That the certificate
of inspection did not expire within 15
days after the vessel left the last port
of the United States, and that the voy-
age shall be completed within 30 days
after the expiration of the certificate
of inspection.

§ 91.01–25 Emergency carriage of more
than 16 persons in addition to the
crew on vessels not engaged in
international voyages.

(a) When a District Commander finds
that an emergency situation exists, he
authorizes the local Officer in Charge,
Marine Inspection, to issue amend-
ments to vessels’ certificates of inspec-
tion authorizing the carriage of more
than 16 persons in addition to the crew.

(b) Upon receipt of an application
from a vessel’s owner or operator, the
Local Officer in Charge, Marine Inspec-
tion, amends the vessel’s certificate of
inspection after—

(1) Additional lifesaving and fire-
fighting equipment found necessary by
the OCMI has been provided;

(2) A stability evaluation has been
performed; and

(3) Any other conditions considered
necessary by the OCMI have been satis-
fied.

[CGD 76–004, 41 FR 32744, Aug. 5, 1976]

Subpart 91.05—Permit To Proceed
to Another Port for Repair

§ 91.05–1 When issued.

(a) The Officer in Charge, Marine In-
spection, may issue a permit to proceed
to another port for repair, Form CG–948
to a vessel, if in his judgment it can be
done with safety, even if the certificate
of inspection of the vessel has expired
or is about to expire.

§ 91.05–5 To whom issued.

(a) Such permit will only be issued
upon the written application of the
master, owner, or agent of the vessel.

§ 91.05–10 Conditions of permit.
(a) The permit will state upon its

face the conditions under which it is is-
sued and whether or not the vessel is
permitted to carry freight or pas-
sengers.

§ 91.05–15 Posting.
(a) The permit shall be carried in a

manner similar to that described in
§ 91.01–5 for a certificate of inspection.

Subpart 91.15—Inspection of
Vessels

§ 91.15–1 Standards in inspection of
hulls, boilers, and machinery.

In the inspection of hulls, boilers,
and machinery of vessels, the stand-
ards established by the American Bu-
reau of Shipping, see part 90, subpart
90.35 of this chapter, respecting mate-
rial and inspection of hulls, boilers,
and machinery, and the certificate of
classification referring thereto, except
where otherwise provided for by the
rules and regulations in this sub-
chapter, subchapter E (Load Lines),
subchapter F (Marine Engineering),
subchapter J (Electrical Engineering),
and subchapter W (Lifesaving Appli-
ances and Arrangements) of this chap-
ter, shall be accepted as standard by
the inspectors.

[CGD 84-069, 61 FR 25289, May 20, 1996]

Subpart 91.20—Initial Inspection

§ 91.20–1 Prerequisite of certificate of
inspection.

(a) The initial inspection is a pre-
requisite of the issuance of the original
certificate of inspection.

§ 91.20–5 When made.
(a) The original inspection will only

be made upon the written application
of the owner or builder of the vessel to
the Officer in Charge, Marine Inspec-
tion, on Form CG–3752, Application for
Inspection of U.S. Vessel, at or nearest
the port where the vessel is located.

§ 91.20–10 Plans.
(a) Before application for inspection

is made, and before construction is
started, the owner or builder shall have
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